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MA 333 / 2080 / 1243 -712
Tacking and basting work

Special Features
• Low vibration, low-noise running
• Easy operation with BDF-S3 control panel
• Easy drawing of the thread when shifting the work piece 
• The automatic needle reversing mechanism provides more clearance for easy loading 
• Reliable sewing start after thread trimming due to the solenoid-controlled thread tension
• Sewing head auto select system to recognize the preset parameters for service purposes

Features MA 1243-712
• Simple processing of materials up to 12 mm thick, depending on the needle system used

Features MA 2080-712
• Integrated Servo-Motor
• High flexibility due to the adjustable needle bar stroke (36 mm)
• One machine for all material thicknesses
• Up to 13 mm presser foot clearance (with 36 mm needle bar stroke)
• Knife/catcher change for the thread trimming device without readjustment

Features MA 333-712
• Simple processing of materials up to 12 mm thick, depending on the needle system used
• First-rate handing due to the new cylindrical bed cover

Versions
Cylinder bed jumper baster

• MA 333-712/02-6/01-900/51 AS With thread trimmer, small hook and integrated Servo-motor
• MA 333-9/02-6/01 BS   With large hook

Flat bed jumper baster

• MA 2083-712/02-6/01-900/24BS With thread trimmer, and integrated Servo-motor
• MA1243-712/02-6/01-900/56 BS With thread trimmer and servo-motor 



特点
• 运行时 低振动低噪音
• 配置BDF-S3控制面板，操作简单方便
• 当移动衣片时，缝线能轻便地移动
• 针移至最高位使得面料的放置处理更容易
• 剪线后电磁铁可控制张力，保证起缝效果
• 机头识别系统，能自动识别预设的参数

MA 1243-712 的特点
• 根据使用的不同机针，可以加工面料最厚达12mm

MA 2083-712/02 的特点
• 内置伺服马达
• 由于可转换的针杆行程（36mm）,带来了高度的灵活性，一台机器课用于所有厚度的面料
• 压脚提升高度可达13mm(36mm的针杆行程)
• 动刀、定刀转换后无需要新调整

MA 333-712 的特点
•  根据使用的不同机针，可以加工面料最厚达12mm
• 新式套筒的应用使得操作更加灵活

机器型号配型
筒式临缝纫机

• MA 333-712/02-6/01-900/51 AS  带自动剪线，小旋梭内置伺服马达
• MA 333-9/02-6/01 BS   配置大旋梭

平板临缝机

• MA 2083-712/02-6/01-900/24BS  带自动剪线和内置伺服马达
• MA1243-712/02-6/01-900/56 BS  带自动剪线和伺服马达

MA 333 / 2080 / 1243 -712
临缝机
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Technical Data 

Max. sewing speed 
2083-712:  1.200 s.p.m. 
333-712:  1.000 s.p.m. 
1243-712:  1.000 s.p.m. 

 

Stitch type 

301 Needle systen 

134-35R / 190 

Needle Size 
(Nm in 1/100 mm 80 -100  

(Nm in 1/100 mm  


